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Flow and Pressure Ratings: 
 

 Pressure 

  
Series 
Size 

(100psi) 
  

25 psig 50 psig 75 psig 100 psig 125 psig 150*↓ psig 

Pump GG4195 GG4195 GG4195 
Flow 6 gpm 5 gpm 4 gpm 

Motor 1140rpm 

 6  
gpm 

1/2 hp 

5 
gpm 

1 hp 
4.5gpm  

1.5 hp 
 5 
  

Relief Valve   VJ-5  VJ-5   VJ-5 
Pump GG4195 GG4195 GG4195 
Flow 10 gpm 9 gpm 8 gpm 

Motor 1725rpm 

 10 
gpm 

3/4 hp 

9 
gpm 

1.5 hp 

8.5 
gpm 

2 hp 
9 
  

Relief Valve   VJ-5  VJ-5  VJ-5 
Pump HJ4195 HJ4195 HJ4195 
Flow 13 gpm 11.5 gpm 10.5 gpm 

Motor 1140rpm 

13 
gpm  

1.5 hp 
12 gpm 

1.5 hp 

11 
gpm 

3 hp 
11 
  

Relief Valve   VJ-5  VJ-5  VJ-5 
Pump HL4195 HL4195 HL4195 
Flow 18 gpm 16 gpm 15 gpm 

Motor 1140rpm 

19 
gpm  

1.5 hp 

17 
gpm 

3 hp 

15.5 
gpm 

3 hp 
16 
  

Relief Valve   VJ-7  VJ-7  VJ-7 
Pump HJ4195 HJ4195 HJ4195 
Flow 20 gpm 19 gpm 18.5 gpm 

Motor 1725rpm 

21 
gpm  

1.5 hp 

20 
gpm 

3 hp 

19 
gpm 

3 hp 
19 
  

Relief Valve   VJ-7  VJ-7  VJ-7 
Pump HL4195 HL4195 HL4195 
Flow 29 gpm 27 gpm 26 gpm 

Motor 1725rpm 

30 
gpm  

2 hp 

28  
gpm 

3 hp 
26.5 gpm 

5 hp 
27 
  

Relief Valve   VJ-7  VJ-7  VJ-7 
Pump AS4195 AS4195 AS4195 
Flow 33 gpm 30 gpm 28 gpm 

Motor 1160rpm 

 34.5 
gpm 

3 hp 

 31.5 
gpm 

5 hp 

29 
gpm 

7.5 hp 
30 
  

Relief Valve   VJ-7   VJ-7   VJ-7 
Pump AK4195 AK4195 AK4195 
Flow 52 gpm 49.5 gpm 47.5 gpm 

Motor 1160rpm 

 54 
gpm 

3 hp 

51 
gpm  

5 hp 

 48.5 
gpm 

7.5hp 
49 
  

Relief Valve   VJ-7   VJ-7   VJ-7 
Pump AL4195 AL4195 AL4195 
Flow 70 gpm 66 gpm 64 gpm 

Motor 1160rpm 

 72.5 
gpm 

5 hp 

68 
gpm  

7.5 hp 
 65 gpm 

10 hp 
66 
  

Relief Valve   VJ-7   VJ-7   VJ-7 

www.fueloilpump.com 
www.geigerinc.com 
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DISCHARGE

RETURN TO TANK

3

DISCHARGESUCTION

NOTE:
DO NOT PLACE ANY VALVES BETWEEN THE RETURN TO TANK1.
CONNECTION AND THE TANK. THIS IS TO PREVENT RENDERING
THE SAFETY RELIEF VALVES INEFFECTIVE ANA CAUSING A
POTENTIAL SAFETY HAZARD.
DIMENSIONS MAY VARY 1/8" DUE TO STANDARD PRACTICES.2.
PIPING AND CABINET SUPPORTS  NOT SHOWN FOR CLARITY.3.
ALL SYSTEMS WITH 2 1/2" OR LARGER PIPE MANIFOLDS WILL4.
BE OF WELDED CONSTRUCTION

ITEM QTY DESCRIPTION

1 2 PUMP - VIKING  4195 SERIES, BUNA MECH SEAL, L / RELIEF VALVE

2 2 MOTOR -  BALDOR, SINGLE PHASE OR 3 PHASE

3 1 STRAINER - MUELLER, 1/32 PERF, SS

4 4 BALL VALVE - APOLLO 70 SERIES, NPT, BR, 600LB PSIG

5 2 CHECK VALVE - NIBCO T-413, NPT, CLASS 125, SWING TYPE, (TFE 
SEAT), BR

6 2 RELIEF VALVE - FULFLO V SERIES

7 2 PRESSURE GAUGE - WESKLER, 4 1/2" DIAL, SS, LF

8 1 COMPOUND GAUGE - WESKLER, 4 1/2" DIAL, -30-0-30 PSIG, SS, LF
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SMITH-KOCH, INC.
Serving Industry's Fluid Handling Needs Since 1920
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